Model PEAM Extruded Aluminum Penthouse
Mitred Corner

/5" Mesh Bird Screen

Weather Control Blade

Standard Specifications

Blade: 6063-T5 alloy 0.081" extruded
aluminum 45° weather control
blade.

Finish: Mill

Screen: 4" 19ga galvanized birdscreen

Corners: Mitered

Roof: 16ga (0.052) mill finish aluminum

Options (at additional cost)

Finishes: Consult factory
Coating Underside of Roof: 1" fiberglass
anti-condensate
Screen: Removable insect screen;
expanded, flattened aluminum;
removable birdscreen.

Roof: Hinged
Removable
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Model PEA-4 Extruded Aluminum
Penthouse

FREE AREA AND PERCENT FREE AREA

PERFORMANCE DATA
HEIGHT
9 135 18 225 27 315 36 405 45 495 54 585 63 675
63 | 1.266
63 | 100
1.013 | 2.026 | 3.040
45 | 90 | 100
1393 | 2786 | 4.179
35 | 70 | 100 FREE AREA
% of FA.

1.773 | 3.546 | 5320 | 7.093 ool b
28 | s7 | 85 | 100
2153 | 4.306 | 6.460 | 8.613 | 1077
24 | a8 | 72 | 9 | 100
253 |5066 | 7600 | 1013 | 12.67
21 | a1 | e2 | 8 | 100
2913 | 5826 | 8740 | 1165 | 1457 | 17.48
18 | a6 | 55 | 73 | 91 | 100
3293 | 6.586 | 9.880 | 13.17 | 16.47 | 19.76 | 23.05
17 | 33 | 49 | s | 81 | 98 | 100
3673 | 7.346 | 11.02 | 14.69 | 1836 | 22.04 | 2571
15 | 29 | 44 | 59 | 73 | 88 | 100
4053 | 8100 | 12.16 | 16.21 | 20.26 | 24.32 | 28.37 | 32.42
13 | 27 | a0 | s4 | 67 | 80 | 94 | 100
4433 | 8866 | 13.30 | 17.73 | 22.17 | 26.60 | 31.03 | 35.46 | 39.90
12 | 25 | a7 | a9 | 62 | 74 | 8 | 99 | 100
5193 | 1039 | 15.58 | 2077 | 25.97 | 31.16 | 36.35 | 41.54 | 46.74 |51.03
1M | 21 | 32 | a2 | 53 | 64 | 74 | 85 | 95 | 100
5953 | 11.91 | 17.86 | 23.81 | 20.77 | 3572 | 4167 | 4762 | 5358 |59.53 | 6548
9 19 | 28 | 37 | 46 | s6 | 65 | 74 | 84 | 93 | 100
6.713 | 13.42 | 2014 | 26.85 | 33.56 | 40.28 | 47.00 | 53.70 | 60.41 |67.12 | 73.84 | 80.55 | 87.26
8 17 | 25 | 33 | 41 | s0 | s8 | 66 | 75 | 8 | 91 | 99 | 100
7473 | 14.95 | 22.42 | 20.80 | 37.36 | 44.84 | 5231 | 59.78 | 67.26 | 74.73 | 82.20 | 89.67 | 97.15 | 104.6
7 | 15 | 22 | 30 | 37 | a5 | 52 | 60 | 67 | 75 | 82 | 90 | 97 | 100

The top number represents free area.
The bottom number represents the percentage of free area of the penthouse in relation to the roof opening.
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Installation Instructions
for |
Extruded Aluminum Penthouse

1/2" MESH BIRD SCREEN
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Mailing Address:

Business Address:

/

/

P

.0. Box 40913
2509 Cruzen Street

/ The correct roof curb size will be the Penthouse
throat size (A x B) Plus (+) 3.25”.

1/8” ANGLE

Attach angle to inside top flange of curb with screws
or nuts and bolts.

Nashville, TN 37204

PHONE: 615-256-3500
Nashville, TN 37211 FAX: 615-242-3806
DIVISION OF LEADER INDUSTRIES, INC.





