





INSTALLATION INSTRUCTIONS
MODEL SMD-1 / SMD-2 /SMD-3
LEAKAGE RATED DAMPERS

APPLICATION:
Leakage rated dampers are designed to operate with blades running
horizontally. Dampers can be vertically/horizontally installed, in accordance
with NFPA-90A, at or adjacent to the point where the duct passes through the
smoke barrier. In no case shall the dampers be installed more than 24"
from the smoke barrier or after the first duct outlet. ® '7” /@

GENERAL INSTALLATION:
To ensure optimum operation and performance, install damper squarely and ITEM DESCRIPTION:

: H 1. DAMPER
free from racking. Do not compress or stretch the damper frame into the duct or DUCT (SLEEVE)

opening. 3. SMOKE BARIER M
When dampers are joined and installed as a multiple damper assembly, ;‘: II\DISC:ST(?/I%—\II-II_IEILM)
dampers fasten together at adjoining mullions with No. 8 bolts or screws, FASTENER V]
1/2" long tack welds, or 3/16" tubular steel rivets. 6. CAULKING MATERIALS
Dampers more than one section wide and one section high require bracing at g?ngEEﬁf%)R/ACTUATOR H

every horizontal mullion, as well as vertical bracing, a minimum of 8' apart on

center. Each section of the multiple assembly is provided with its own
operator/actuator unless it has factory supplied jack shafting for two sections. ©® | L
The operators/actuators shall be connected in parallel so as to cause

simultaneous closure of all damper sections.

The damper fastens to the duct, sleeve, or wall opening with No.8 bolts or
screws, 1/2" tack welds, or 3/16" tubular steel rivets. All fastenings must

be spaced a maximum of 12" apart, center to center with a minimum of two ‘

fasteners per side. A 1/8" bead of the appropriate sealant - Dow-Corning ?
silastic 732, or GE RTV 108 - shall be applied to the entire mullion joint. The MT 9
surface of the sealant shall be pressed into place to dispel any air. Apply sealant
in same manner between the damper and sleeve or duct around one side of the
damper's downstream face.
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NOTE: _ _ 1/4" LESS THAN
For proper operation all dampers must be installed square and free from OPENING SIZE

racking. These devices are to be arranged to operate automatically and are
controlled by a smoke detector which is not included. If dampe




